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Appendix A – Mitigation Measures 
Demolition of the Former Sydney Fish Markets 
 
 
The recommended mitigation measures to address any potential adverse environmental impacts arising from the proposed activity are outlined below. 

Discipline No. Recommended Mitigation Measure Timing 

Construction 
Management 

1  The undertaking of any construction work is restricted to the following standard work hours:  

− Monday to Friday inclusive: Between 7.00am to 6.00pm;  

− Saturday: Between 8.00am to 1.00pm; and  

− Sunday and Public Holidays: No work permitted.  
 

During works 

Construction 
Management 

2  A detailed site-specific Workplace Risk Management Plan will be implemented by Mirvac prior to commencement of works and 
updated as required. 

Prior to works 

Construction 
Management 

3  The Demolition Environmental Management Plan prepared by Mirvac must be reviewed and updated where required, prior to the 
commencement of works. 

Prior to works 

Construction 
Management 

4  The Demolition Environmental Management Plan prepared by Mirvac will be updated to include a Noise Management Plan, in 
accordance with the recommendations of the Construction Noise and Vibration Impact Assessment prepared by SLR Consulting. 

Prior to and 
during works 

Construction 
Management 

5  Workplace Managers will be held accountable for the following environmental management roles: 

− Manage all reported hazards and environmental impacts in an appropriate and timely manner. 

− Provide suitable supervision, instruction, and facilitate training to ensure employees or service providers have the knowledge 
and skills required to undertake their work duties safely and in a manner that minimises environmental risk. 

− Establish the development of a Workplace Risk Management Plan in accordance with the Mirvac Group Health, Safety and 
Environment Management System and the objectives of the Health, Safety and Environment Policy. 

Prior to and 
during works 
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− Facilitate the development of a workplace-specific induction and workplace rules in accordance with the Mirvac Group 
Health, Safety and Environment Management System. 

− Verify that health, safety, and environmental conditions stipulated in the contract are formally evaluated in the award of 
tendered or high-risk contracts. 

− Facilitate the review of service provider health, safety, and environmental plans or procedures for specific work contracts, 
including the Health, Safety and Environment Management Plan and Job Safety and Environmental Analysis, or equivalent 
documentation, using the Mirvac Group Service Provider Permit for Works to Proceed prior to the contractor commencing 
work at the workplace. 

− Establish control methods and procedures for the reduction of noisy plant and equipment as outlined in the Mirvac Group 
Noise Management Procedure. 

− Facilitate regular workplace inspections by the foreman or other area supervisors using the Mirvac Group Workplace Health, 
Safety and Environment Inspection process and implement corrective actions where deficiencies are identified. 

− Secure areas such as flora or fauna habitats identified for environmental protection. 

− Record community contact from stakeholders affected by the project in the Mirvac Group Community Contact Register and 
instigate action within 48 hours, including a response to the initiator of the contact. 

− Facilitate the resolution of any disputes which may arise regarding workplace health, safety, and environmental issues. 

Construction 
Management 

6  Health, Safety and Environment Officers will be held accountable for the following environmental management roles: 

− Undertake Health, Safety and Environment duties as directed by the Workplace Manager, consistent with the requirements 
of the Health, Safety and Environment Management System. 

− Identify work activities that have the potential for significant environmental impact and ensure they are planned and executed 
to minimise environmental risk. 

− Ensure a Community Contact Register is maintained and that any contact is recorded, with corrective action implemented 
and a response provided to the community member within 48 hours. 

Prior to and 
during works 
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− Facilitate the dissemination of health, safety, and environmental information to all relevant personnel. 

− Assist the Workplace Manager in developing a written corrective action plan to address any deficiencies identified through 
workplace audits undertaken by internal or external parties. The timeframe for rectification of issues raised in any inspection, 
audit, or other appraisal shall be determined by the Division or Regional Health, Safety and Environment Manager and shall 
not exceed 30 days. 

Construction 
Management 

7  Health, Safety and Environment Representatives will be held accountable for the following environmental management roles: 

− Report on health, safety and environment performance. 

− Assist in the development of a workplace-specific induction and workplace rules in accordance with the Mirvac Group Health, 
Safety and Environment Management System. 

During works 

Construction 
Management 

8  The Site Supervisor is to develop appropriate and timely remedial action for reported hazards & environmental impacts. Prior to works.  

Construction 
Management 

9  The Principal Contractor’s Workplace Manager, or a nominated representative, in conjunction with Mirvac personnel, will develop 
a stand-alone documented Emergency Response Plan, including an emergency contact list to be displayed on the workplace 
notice board and at other prominent locations. The Emergency Response Contact Information Table is to be completed by the 
Workplace Manager or a nominated representative. 

Prior to and 
during works 

Construction 
Management 

10  All works will be performed in accordance with relevant legislation, Australian Standards, codes of practice, and guidelines for 
demolition. As a minimum, the Work Health and Safety Act 2011, Work Health and Safety Regulation 2017, and AS 2601–2001 
Demolition of Structures will be followed. 

During works 

Construction 
Management 

11  The site will be enclosed by suitable engineered A-Class and/or B-Class hoardings along all perimeter boundaries. Prior to, during, 
and following 
works 

Construction 
Management 

12  Notification to SafeWork NSW is required to be submitted seven days prior to commencement of demolition works. Approvals are 
to be displayed on site. 

Prior to and 
during works 
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Construction 
Management 

13  The Site Supervisor for this project will be a SafeWork NSW Class 1 Unrestricted Demolition Supervisor with experience in high-
rise demolition works. 

During works 

Construction 
Management 

14  Hot works will be undertaken in accordance with the Demolition Contractor’s procedure for oxy/acetylene use in the Safe Work 
Method Statement for oxycutting. All oxycutting will cease a minimum of one hour prior to the completion of work, with a 30-minute 
fire watch undertaken after use. An inspection of the working floors will be carried out prior to workers leaving the site, with 
inspection records retained on site. A hot works permit is to be obtained prior to cutting activities commencing. 

Prior to and 
during works 

Construction 
Management 

15  All work areas will be barricaded, and warning signs posted to ensure access is restricted to the demolition crew only. During and 
following works 

Construction 
Management 

16  Temporary power will be supplied to the area by portable generator or temporary builder’s supply with ELCB protection. All 
temporary electrical installations will comply with AS 3012-1990 Electrical Installations – Construction and Demolition Sites. All 
power tools and leads will be tagged and checked monthly, and earth leakage protection will be used. 

During works 

Construction 
Management 

17  Temporary poly pipes will be installed along the face of the scaffolding to each floor of the buildings and capped off on a floor-by-
floor basis as demolition progresses down the building. This is to ensure water is available on each floor for firefighting purposes, 
if required. 

During works 

Construction 
Management 

18  All employees working in boom lifts will be required to use safety harnesses. Employees using boom lifts will only enter and exit 
the equipment from ground level. All operators of boom lifts exceeding 11 metres in height will be ticketed or under the instruction 
of a ticketed operator. 

During works 

Construction 
Management 

19  Where demolition plant and equipment are proposed to be placed on suspended floors, the floor is to be certified by a structural 
engineer prior to the machinery being positioned. 

Prior to works 

Construction 
Management 

20  All employees will be inducted on the procedures outlined within the Safe Work Method Statement and the general work 
procedures identified in the site induction prior to commencing works on site. Workers will attend daily pre-start toolbox talks 
outlining the activities for the day, including hazard identification and risk assessments. 

Prior to and 
during works 
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Construction 
Management 

21  The demolition area will be fenced to restrict access by unauthorised personnel and appropriately signposted for demolition works 
in accordance with relevant regulations. Employees working in areas where a fall greater than 1.8 metres may occur are required 
to wear a safety harness attached to a fall arrest system approved by a competent person. 

Prior to and 
during works 

Construction 
Management 

22  Heavy-duty scaffolding may be erected around the building as required. The scaffolding will be encapsulated with chainwire and 
shadecloth and erected by ticketed scaffolders. The shadecloth will conform with AS 1725-2003 and be fire-rated. Scaffolding will 
be progressively removed during demolition in line with the walls supporting the scaffold ties and will be maintained and inspected 
regularly throughout the works. 

During works 

Construction 
Management 

23  Site establishment: 

− Initially, during site establishment, access to the working floors will be via the existing stairs and/or lifts of the buildings, which 
will remain under house service power.  

− The existing lighting within the fire stairs will be maintained to provide emergency egress for personnel during these works. 
Site establishment will include the disconnection of services and the establishment of site amenities. 

− During the second phase of the works, following the decommissioning of the substations, the fire stairs will be provided with 
temporary lighting. At least one access stair will be kept clear of demolition material at all times to provide egress from the 
working floors while the other stair is being demolished. The fire stair undergoing demolition will be closed to access during 
this procedure. 

During works 

Construction 
Management 

24  Ensure that all plant and equipment used on site is maintained in a proper and efficient condition, and operated in a proper and 
efficient manner. 

During works 

Construction 
Management 

25  In the event that construction works pause between demolition works and the commencement of bulk excavation works, Mirvac 
will implement an Ongoing Site Management Plan for the duration of the site dormancy period. The Ongoing Site Management 
Plan will address site surface treatment and stabilisation, site access and fencing, security measures, environmental health and 
prevention of contact with contaminants, management of dust and odour to protect surrounding amenity, stormwater control and 
discharge, and water discharge management to protect Blackwattle Bay. 

During works 

Construction 
Management 

26  Mirvac will prepare and implement a Site Security Management Plan in consultation with Place Management NSW prior to the 
commencement of works. As a minimum, the plan will address the following:  

During works 
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− after-hours contact details;  

− hoarding and site security measures to prevent unauthorised access;  

− a shutdown risk assessment process detailing measures to prevent falls and other risks to persons trespassing on site;  

− anti-climb and security measures for tower cranes;  

− secure storage areas and theft management procedures;  

− site CCTV camera locations; and  

− security protocols and requirements for major events.  

Traffic, Access, 
and Parking 

27  Prior to the commencement of demolition works, the Construction Traffic Management Plan prepared by PTC must be 
implemented in full. All traffic control measures, access arrangements, and safety protocols outlined in the plan are to be adhered 
to throughout the demolition period to ensure public safety and minimise disruption to surrounding road networks. 

Prior to and 
during works 

Traffic, Access, 
and Parking 

28  The Construction Traffic Management Plan prepared by PTC is to be reviewed and updated as required in response to changes in 
design or the requirements of Transport for NSW, Council, or any other relevant authority, in accordance with Traffic Control at 
Work Sites – Technical Manual (Issue No. 6.1, March 2022). Any changes must be reviewed and approved by the relevant road 
authority. 

During works 

Traffic, Access, 
and Parking 

29  Prior to commencing demolition works, City of Sydney Council shall be consulted regarding any temporary traffic management 
measures. 

Prior to works 

Traffic, Access, 
and Parking 

30  Any approvals required under the Roads Act 1993 shall be obtained prior to the commencement of works. Prior to works 

Construction 
Traffic 
Management 

31  In accordance with Transport for NSW requirements, all vehicles transporting loose materials will have the entire load covered 
and/or secured to prevent any large items, dust or dirt particles depositing onto the roadway during travel to and from the site. All 
subcontractors must be inducted by the lead contractor to ensure that the procedures are met for all vehicles entering and exiting 
the construction site. The lead contractor shall monitor the roads leading to and from the site and take all necessary steps to 

During works 
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rectify any road deposits caused by site vehicles. Vehicles operating to and from and within the site shall do so in a manner which 
does not create unnecessary noise or vibration. 

Construction 
Traffic 
Management 

32  No tracked vehicles will be permitted or required on any paved roads. Public roads and access points will not be obstructed by 
any materials, vehicles, refuse skips or the like, under any circumstances. No construction vehicles are permitted to double park, 
or park on the public road. 

During works 

 

Construction 
Traffic 
Management 

33  No building, demolition, excavation or material of any nature and no hoist, plant and machinery (crane, concrete pump or lift) shall 
be placed on Council’s footpaths, roadways, parks or grass verges without Council approval. 

Prior to and 
during works 

Construction 
Traffic 
Management 

34  No trees or native shrubs or understorey vegetation on public property (footpaths, roads, reserves, etc.) or on the land to be 
developed shall be removed or damaged during construction unless specifically approved in this consent including for the erection 
of any fences, hoardings or other temporary works. 

During works 

Construction 
Traffic 
Management 

35  The lead contractor shall provide appropriate traffic and pedestrian management, including Transport for NSW accredited Traffic 
Controller, at all site interfaces with the public road as necessary. This will ensure truck movements and deliveries are received 
efficiently and safely. 

During works 

Construction 
Traffic 
Management 

36  In instances where Traffic Controllers are required, they are to be implemented to ensure that no conflict arises between 
construction vehicles and public traffic. 

Traffic Controllers are not to stop general traffic, pedestrians or cyclists on the public street(s) to assist construction vehicles when 
entering or exiting the construction site gates. They must wait until a suitable gap in traffic allows them to assist trucks to enter or 
exit the site or approved Work Zone. 

During works 

Construction 
Traffic 
Management 

37  It is proposed to close the footpath along Pyrmont Bridge Road along the site boundary, between Wattle Street and the signalised 
crossing at the commencement of the on-ramp to the Anzac Bridge. This is intended to minimise risk for pedestrians travelling in 
proximity to the site during demolition works. 

Existing pedestrian crossing infrastructure at the following intersections can be used to form a pedestrian detour: 

− Pyrmont Bridge Road and Wattle Street, and 

Prior to and 
during works 
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− Pyrmont Bridge Road and Bank Street. 

Appropriate signage shall be provided to alert and guide pedestrians of the detour. 

Construction 
Traffic 
Management 

38  The general public will not be permitted access to the site. Site perimeter boundaries will consist of hoarding or temporary fencing 
installed throughout the various construction phases. Hoarding will be established immediately following site possession and fitted 
with appropriate directional and safety signage where required. 

The contractor will ensure the site perimeter is maintained in a clean, well-lit, and safe condition at all times throughout the 
duration of the project. 

Worksite security measures will include the following: 

− Temporary fencing or hoarding will be installed around the site perimeter to secure the worksite and protect the public.  

− All gates will be securely locked outside of working hours and may be regularly patrolled by security personnel.  

− The contractor will maintain security procedures throughout construction to prevent unauthorised access to the site.  

− A site entry register will be maintained, requiring all visitors to sign in upon arrival.  

− All visitors will be required to wear a visitor identification badge and appropriate PPE at all times while on site.  

During works 

Construction 
Traffic 
Management 

39  Construction workers entering the site on foot will follow designated pedestrian routes and enter the site through the controlled 
pedestrian gates. Construction workers travelling by car will park in the designated contractor parking area. 

During works 

Construction 
Traffic 
Management 

40  Any oversized vehicle including mobile crane, that is required to travel to the site will be dealt with separately, with the submission 
of required permits to and subsequent approval by Council/Transport for NSW prior to any delivery. The use of the oversize 
vehicles is recommended to be restricted to evening or early morning to minimise impact to the surrounding road network and 
traffic congestion. 

Prior to and 
during works 

Construction 
Traffic 
Management 

41  All oversize vehicles which are required to travel to and from the site shall be carefully selected with consideration of the overhead 
roadway (Western Distributor) along the site frontage. 

Prior to and 
during works 
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Construction 
Traffic 
Management 

42  Contractor parking: 

− Contractor parking is to be provided either within the work boundary or in the existing car parking on Bank Street. While 
parking is provided, capacity is limited and all contractors and workers shall be informed of the public transport options 
available for travel to and from the site. To facilitate the use of public transport by contractors, on-site secure tool storage 
should be provided. 

− In accordance with City of Sydney general Traffic Management Plan requirements, contractors are to be advised not to park 
in surrounding local streets. 

− A staff induction should be provided to all contractors to inform them of the above. 

Prior to and 
during works 

Construction 
Traffic 
Management 

43  Any emergency vehicle requiring access to the subject site will do so via the vehicular  

 

access point. 

During works 

Construction 
Traffic 
Management 

44  Access to all adjoining properties is to be maintained throughout the works. 

Should any impact be expected to neighbouring properties, the lead contractor will provide written notice via letterbox distribution 
at least 14 days prior, or any other relevant communication channels. 

Prior to and 
during works 

Construction 
Traffic 
Management 

45  The lead contractor shall take all reasonable measures to minimise construction vehicles travelling on the network during peak 
commuter AM and PM periods and monitor the state of the roads around the site on an ongoing basis to evaluate the potential 
impacts of construction traffic. 

During works 

Construction 
Traffic 
Management 

46  Occupational Health and Safety: 

− Any workers required to undertake works or traffic control within the public domain shall be suitably trained and will be 
covered by adequate and appropriate insurances. All traffic control personnel will be required to hold Transport for NSW 
accreditation in accordance with Section 8 of Traffic Control at Work Sites. 

During works 
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Construction 
Traffic 
Management 

47  Method of Communicating Traffic Changes: 

− Traffic Guidance Schemes in accordance with the Australian Standards (AS 1742.3 – Traffic Control Devices for Works on 
Roads) and Transport for NSW Traffic Control at Work Sites will advise motorists and pedestrians of upcoming changes in 
the travel network. 

− During site operation the contractor shall, each morning prior to work commencing, ensure all signage is erected in 
accordance with the Traffic Guidance Schemes and clearly visible. Each evening, upon completion of work, the contractor is 
to ensure signage is either covered or removed as required. Sign size is to be size “A”. 

− The associated Traffic Guidance Schemes and temporary signage will inform the public of work activities in the area 
including truck movements in operation. Any variation to the layout of the Traffic Guidance Schemes on site is to be recorded 
and certified by authorised SafeWork NSW accredited personnel. Amended Traffic Guidance Schemes must also be 
approved by Council prior to implementing any changes. 

− A minimum 14-day notification must be provided to adjoining property owners prior to the implementation of any temporary 
traffic control measures or works outside of the site boundary. 

Prior to and 
during works 

Construction 
Traffic 
Management 

48  Maintenance of Roads and Footpaths:  

− The roads and footpaths along the route of travel will be kept in a serviceable state at all times. Any damage arising as a 
result of the proposed truck movements will be treated / repaired by the lead contractor at no cost to Council. 

During and after 
completion of 
works 

Construction 
Traffic 
Management 

49  Hazard and risk: 

− Implementation of traffic control where required to provide warning to motorists of upcoming changed road conditions. 

− Implementation of detours or closure where appropriate to lessen risk to members of the public. 

− Adequate signage and warning of the ongoing construction activity at the site. 

− Ongoing monitoring and reporting of incidents and near misses which occur during construction. 

− Regular review and, where appropriate, revision of the temporary traffic management measures. 

During works 
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− Scheduling of the majority of construction vehicular activity to occur outside the peak commuter periods, where possible. 

Noise and 
Vibration 

50  A Construction Noise and Vibration Management Plan should be prepared for the proposal once construction methodologies are 
confirmed. This should include: 

− description of works, construction equipment and hours of work  

− criteria for the project and relevant licence and approval conditions  

− requirements for noise and vibration monitoring  

− details of how community consultation would be completed and procedures for handling complaints  

− details on how respite would be applied where ongoing high impacts are seen at certain receivers.  

Prior to and 
during works 

Noise and 
Vibration 

51  The demolition methodology has been designed to stage works from north to south, with the southern façade of the former fish 
markets building retained during the main demolition phase. This staging approach allows for use of the southern wall as a noise 
mitigation measure, thus acting as a temporary noise barrier for the main site demolition works, particularly to the closest 
residential receivers to the south. The proposal should endeavour to maintain the southern wall for as long as practicable 
throughout the demolition works.  

During works 

Noise and 
Vibration 

52  Where noise is above highly noise-affected levels, the relevant authority may require respite periods by restructuring the hours 
during which very noisy activities can occur, such as before and after school for works near schools or mid-morning or mid-
afternoon for works near residences. These measures would be confirmed during the development of the Construction Noise and 
Vibration Management Plan or as the demolition progresses. 

During works 

Noise and 
Vibration 

53  The Interim Construction Noise Guideline and Construction Noise and Vibration Guideline – Public Transport Infrastructure 
provide guidance on feasible and reasonable work practices and strategies to minimise noise impacts for construction works. 
These are to be implemented where relevant. 

During works 

Air Quality 54  Where required, any measures for dust, smoke, fume and odour control will be in line with the Protection of the Environment 
Operations Act 1997. Any complaints that may arise from neighbouring properties will be actioned in accordance with the 
Community Contact register requirements. Air quality will be monitored daily during the relevant construction phases and reported 
monthly at Project Control Group meetings. 

During works 
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Air Quality 55  The following dust mitigation measures will be implemented to reduce the likelihood of potential impacts occurring: 

− The construction site will be maintained in a clean and orderly condition. Where appropriate, mechanical sweepers and 
covered waste bins will be utilised.  

− Completed surfaces will be kept clean throughout the works.  

− Controlled site access will be maintained, with vehicle wash down and clean down facilities established to minimise the 
tracking of dirt and debris onto surrounding access roads.  

− All materials transported from the site by truck will be appropriately covered.  

− The site perimeter will be enclosed with hoardings to minimise the egress of dust beyond the site boundary.  

Water points will be located around the perimeter of the site and utilised during specific activities, as required, to suppress dust 
generation. 

During works 

Air Quality 56  Odours generated during construction will be controlled and minimised, as far as practicable and feasible, at the site boundary. 
Odours will generally be identified based on the sense of smell. Where required, the following odour control measures may be 
implemented: 

− Appropriate covering techniques will be used to cover excavation faces and stockpiles.  

− Fine mist sprays may be utilised to suppress odours.  

− Hydrocarbon mitigating agents may be applied to impacted areas or materials, where required.  

− Equipment and machinery will be adequately maintained to minimise exhaust emissions.  

 

During works 

Air Quality 57  As the majority of excavation works are anticipated to occur within sandstone rock, odours associated with organic soils are 
expected to be unlikely. Where isolated areas of potential Acid Sulphate Soils are encountered during excavation, they will be 
managed and promptly treated in accordance with the Acid Sulphate Soils Management Plan. 

During works 
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Air Quality 58  Dust monitoring devices will be established to the perimeter of the site and adjacent properties, in locations to be agreed with the 
stakeholder / building owner / manager as required. 

Prior to and 
during works 

Waste 
Management 
 

59  The Workplace Manager must ensure the targets of the Waste Management Plan are achieved and that all waste dockets are 
retained. 

During and after 
completion of 
works 
 

Waste 
Management 

60  Waste targets include achieving greater than 95% diversion of waste from landfill through recycling, reuse, design initiatives, and 
other waste minimisation methods. Waste materials generated on site are to be managed to maximise recycling opportunities and 
minimise the volume of waste transported to landfill. 

During works 

Waste 
Management 

61  A specialist Waste Management Contractor will be engaged to coordinate the recycling, recovery, and disposal of all waste 
generated during all stages of the project. Waste and litter stockpiles, as well as storage areas, will be carefully controlled and 
managed. 

Prior to and 
during works 

Waste 
Management 

62  Upon arrival at the waste facility, materials will be sorted into various categories. Following sorting, recyclable waste streams will 
be processed into reusable products available for re-sale to the public. 

During and after 
completion of 
works 

Waste 
Management 

63  Waste generated at the workplace will be avoided or recycled wherever practicable. The Waste Management Plan includes the 
following measures: 

− Material will be reused wherever practicable, particularly topsoil.  

− Workplace waste management areas will be established for sorting and segregating waste where space permits.  

− All workplace personnel will participate in waste minimisation training.  

− Recyclable materials will be reprocessed wherever practicable, including plasterboard offcuts, steel reinforcement, and 
concrete.  

− Contractors will identify opportunities to reduce waste and reuse materials within their respective trades, with waste avoidance 
initiatives to be provided by each Service Provider in the JSEA.  

Prior to and 
during works 
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− Prescribed waste, including hazardous or contaminated materials, asbestos, and aqueous waste (such as paint washout 
residue/sludge), will be removed by a licensed contractor, with waste dockets retained on site for audit verification purposes.  

− Pollution and environmental damage will be prevented wherever possible.  

− The safety and health of employees, Service Providers, and the public will be protected at all times. 

Waste 
Management 

64  Demolition procedures should maximise the reuse and recycling of demolished materials in order to reduce the environmental 
impacts of waste disposal. 

During works 

Hazardous 
Materials 

65  In accordance with the Work Health and Safety Regulation 2017, a Person Conducting a Business or Undertaking must keep a 
copy of the site Hazardous Materials Register and make it available to staff, visitors where relevant, and contractors upon request. 

Prior to works 

Hazardous 
Materials 

66  The person with management or control of the site must ensure, so far as is reasonably practicable, that the identified hazardous 
materials are removed and/or appropriately managed prior to the commencement of demolition works. 

Prior to works 

Hazardous 
Materials 

67  General access to the areas impacted by friable asbestos must remain restricted until such time that the friable asbestos hazards 
can be removed.  

It is recommended that appropriate asbestos warning signage is installed to access points to areas impacted by friable asbestos 
(i.e. doors, ladders, hatches etc.). In the event that access to these areas is required, care should be taken to avoid any activities 
that may disturb settled dust or asbestos debris and personal protective equipment (PPE) adopted to preclude potential inhalation 
exposures to dusts. Minimum PPE requirements of P2 half face respirators, disposable coveralls and gloves should be worn by 
any persons who require to enter these areas. 

Prior to and 
during works 
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Hazardous 
Materials 

68  A Class A licensed asbestos removalist shall be engaged to remove all asbestos-containing materials identified in the Hazardous 
Materials Register. 

Prior to works 

Hazardous 
Materials 

69  A notification to remove friable and non-friable asbestos shall be submitted to SafeWork NSW by the engaged Class A licensed 
asbestos removalist prior to works commencing. No asbestos removal works should commence until acknowledgment of the 
notification to remove friable asbestos is received from SafeWork NSW. 

Prior to works 

Hazardous 
Materials 

70  An asbestos removal control plan is to be developed by the engaged Class A licensed asbestos removalist prior to the removal 
works, outlining the specific removal methodologies and control measures necessary to minimise any risk from exposure to 
asbestos. 

Prior to works 

Hazardous 
Materials 

71  Removal and disposal of friable and non-friable asbestos materials shall be undertaken in accordance with the requirements of 
the Work Health and Safety Act 2011, the Work Health and Safety Regulation 2017, and relevant SafeWork NSW guidance. 

During works 

Hazardous 
Materials 

72  Asbestos waste and asbestos impacted waste materials shall be disposed of to an appropriately licensed landfill in accordance 
with NSW EPA 2014. 

During and after 
completion of 
works 

Hazardous 
Materials 

73  Asbestos air monitoring must be undertaken during all friable asbestos removal works by an independent licensed asbestos 
assessor. While not mandatory during the removal of non-friable asbestos-containing material, due to the sensitive nature of the 
site, it is considered best practice, and it is strongly recommended that air monitoring be undertaken during all non-friable 
asbestos removal works. 

During works 

Hazardous 
Materials 

74  Following completion of friable and/or non-friable asbestos removal works, a clearance inspection shall be undertaken by the 
independent licensed asbestos assessor to ensure that all asbestos containing materials identified in the Hazardous Materials 
Register have been removed to a satisfactory industry standard. 

After completion 
of works 

Hazardous 
Materials 

75  Clearance air monitoring is required to be undertaken as part of the clearance inspection following the removal of the friable 
asbestos hazards. The results of the clearance air monitoring will form part of the clearance certification. 

After completion 
of works 
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Hazardous 
Materials 

76  Following the completion of the clearance inspection, a clearance certificate shall be issued by the licensed asbestos assessor to 
confirm that the identified friable and non-friable asbestos hazards have been successfully removed and that the structure is 
suitable for proposed demolition works to commence. 

After completion 
of works 

Hazardous 
Materials 

77  General access to the areas impacted by lead containing dust must remain restricted until such time that the lead containing dust 
hazards can be removed. It is recommended that appropriate lead dust warning signage is installed to the access points of areas 
impacted by lead containing dust (i.e. doors, ladders, hatches etc.). In the event that access to these areas is required, care 
should be taken to avoid any activities that may disturb settled dust and personal protective equipment (PPE) adopted to preclude 
potential inhalation exposures to dusts. Minimum PPE requirements of P2 half face respirators, disposable coveralls and gloves 
should be worn by any persons who require to enter these areas. 

The lead containing dust will be removed in conjunction with the asbestos removal works. 

Prior to and 
during works 

Hazardous 
Materials 

78  The lead based paints, as identified in Hazardous Materials Register, were in good to fair condition and must be appropriately 
removed or stabilised/made safe prior to demolition. 

Prior to works 

Hazardous 
Materials 

79  Lead paint removal works must be conducted in accordance with AS4361.2-2017 and the following additional advice is provided: 

− A licensed hazardous removal contractor is recommended to undertake the lead paint removal works (it is noted that Class A 
asbestos removal contractors generally also have the capabilities to complete lead removal works); 

− Controls should be implemented during all removal, demolition and refurbishment works to minimise any potential for paint 
flakes or dusts to be dispersed and/or cross contaminate other areas or waste materials. 

Whilst not mandatory, it is best industry standard that a qualified consultant is engaged to oversee lead removal works and 
provide air monitoring and clearance certification if required. 

In accordance with NSW EPA 2014, lead waste generated from properties other than residential premises, educational facilities or 
childcare institutions, including lead paints and any materials utilised in the removal of lead paints, is pre-classified as Hazardous 
Waste. 

Where building and demolition wastes are impacted by lead paints, the following options are available for appropriate off-site 
disposal in accordance with NSW EPA 2014: 

Prior to and 
during works 
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− Complete a full waste classification assessment of the waste materials; 

− Remove the lead paints from the building materials, with the lead waste classified as Hazardous Waste and the remaining 
Building and Demolition Waste disposed as General Solid Waste (non-putrescible); or 

− Where recycling is proposed, confirm with receiving facility that lead painted materials can be lawfully recycled before 
removing from site. 

Hazardous 
Materials 

80  Fluorescent light fittings within the Musumeci Seafoods building were identified within the ANZECC (1997) - identification of PCB-
containing capacitors guide as including PCB containing capacitors. These light fittings must be handled in accordance with 
ANZECC (1997). 

Prior to works 

Hazardous 
Materials 

81  Should any additional suspected hazardous building materials be observed, works should cease until a suitably qualified 
occupational hygienist can assess the material and provide recommendations for its management and/or removal. 

Should any additional structures be identified for demolition that are not included in this report, works should cease until an 
appropriate hazardous building materials survey can be located by a suitably experienced hazardous materials consultant. 

During works 

Hazardous 
Materials 

82  Prior to the commencement of works, asbestos monitoring devices will be established along the site boundary, where required. Prior to works 

Hazardous 
Materials 

83  The removal of any hazardous materials will be undertaken in strict accordance with the relevant Codes of Practice for the safe 
removal of hazardous materials. All hazardous material removal works will be carried out by appropriately licensed contractors. 

Prior to and 
during works 

Hazardous 
Materials 

84  The disposal of all hazardous materials will be documented and recorded. Records will include vehicle details, material type, date 
of removal, and the disposal location at an EPA-approved landfill facility. 

During and after 
completion of 
works 

Hazardous 
Materials 

85  Signs and barricades will be erected to clearly identify the asbestos removal work area. Signage will be positioned to ensure 
personnel and the public are aware of the asbestos removal area and will remain in place until the removal works are completed 
and clearance to demolish has been granted. 

During works 



 

Appendix A – Mitigation Measures I Demolition of the Former Sydney Fish Markets       Page 18 of 23 

Hazardous 
Materials 

86  In the event that suspected asbestos-contaminated material is identified during demolition works, the affected area will be isolated 
immediately. An occupational hygienist will test the material to determine whether asbestos contamination is present. Where 
asbestos is confirmed, a suitably qualified asbestos removal contractor will be engaged to remove the material, and a clearance 
certificate will be obtained prior to recommencement of demolition works in the affected area. 

During works 

Hazardous 
Materials 

87  During construction, the Principal Contractor will implement a hazardous materials register as part of the Workplace Risk 
Management Plans and associated audit procedures. The hazardous materials register will address the following materials and 
procedures: 

− Fuels required for the operation of plant and equipment, including unleaded petrol, diesel, and gas. All fuels will be stored 
within appropriately bunded and contained areas in accordance with EPA guidelines, Department of Environment and 
Climate Change requirements, and SafeWork requirements.  

− Refuelling procedures and designated refuelling areas will be established to minimise the risk of spills and to identify 
appropriate spill containment procedures.  

− Spill kits will be provided at designated storage and refuelling locations, and relevant construction staff will receive 
appropriate spill response training.  

During works 

Hazardous 
Materials 

88  Dangerous goods stored on site may also include oxyacetylene, bonding agents, and similar materials. These substances will be 
stored in accordance with relevant Australian Standards, EPA guidelines, Department of Environment and Climate Change 
requirements, SafeWork requirements, and applicable industry codes of practice. 

During works 

Hazardous 
Materials 

89  Hazardous substances and dangerous goods will be stored in secure, well-ventilated areas. At all times, the Principal Contractor 
will consider the storage of hazardous materials and their proximity to neighbouring properties. 

During works 

Hazardous 
Materials 

90  The Principal Contractor will maintain a Dangerous Goods Register and Safety Data Sheets for all listed products, together with 
procedures for managing and responding to potential spills. 

During works 

Hazardous 
Materials 

91  The storage of dangerous goods exceeding the quantities outlined in the Mirvac Group Dangerous Goods Storage Guidelines will 
require the workplace to be licensed under relevant dangerous goods legislation and associated regulations. To minimise 
workplace risk and avoid the need for licensing, except in exceptional circumstances, dangerous goods quantities on site will not 
exceed the limits specified in the abovementioned guidelines. 

During works 
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Hazardous 
Materials 

92  Relevant firefighting equipment, first aid facilities, and emergency contact details for relevant authorities, including Fire and 
Rescue NSW and the EPA, will be displayed in prominent locations and included as part of all site inductions. 

Prior to and 
during works 

Erosion and 
Sediment Control 

93  Erosion and sediment control measures must be implemented and maintained until demolition works are completed and disturbed 
areas are restored, in accordance with the Erosion and Sediment Control Plan prepared by AT&L. 

Prior to and 
during works 

Erosion and 
Sediment Control 

94  Soil erosion and sediment control measures shall be designed in accordance with the guidelines set out in the Blue Book 
Managing Urban Stormwater: Soils and Construction (4th edition, Landcom, 2004) and Do it Right On-Site, Soil and Water 
Management for the Construction Industry. 

Prior to and 
during works 

Erosion and 
Sediment Control 

95  The following general items may be incorporated for sediment and erosion control: 

− A temporary holding area for demolished material will be established within a temporary sediment fence to ensure erosion 
and sediment particles do not enter surrounding waterways. Demolished material stored in this area will be appropriately 
covered to prevent colluvium erosion and sedimentation and will only be held temporarily while being loaded out.  

− The ingress of water during periods of heavy rain will be managed through on-site detention measures. Excess surface water 
will be pumped into sediment holding tanks. These tanks will be cleaned, and water will be discharged to the stormwater 
system following treatment in accordance with the Principal Contractor’s Water Quality Discharge Procedure, and relevant 
Environmental Protection Authority (EPA) and Sydney Water requirements.  

− Appropriate stabilised site access points and/or shaker grids will be installed at all site entry and exit points.  

− A wheel wash bay will be implemented for all trucks leaving the site and will be regularly maintained.  

− Vehicles leaving the site will have all loads secured and covered. All trucks will be inspected prior to departing the site, where 
applicable.  

− All roads and pedestrian footways surrounding the site will be swept regularly to remove any debris associated with the 
works.  

− Silt fences will be installed to filter any run-off leaving the site by trapping sediment while allowing filtered water to pass 
through.  

Prior to and 
during works 
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− The discharge of site-generated catchment water will be managed in accordance with the Principal Contractor’s Water 
Quality Discharge Procedure and EPA guidelines.  

− Avoid conducting works after or before any forecasted significant rainfall.  

− Soil and erosion control measures such as sediment fencing may be required prior to on-ground works. These are to be 
inspected regularly (weekly), and more frequently during rain periods to ensure structures are in proper working order.  

− Bare areas should be covered and dust mitigated through use of water hose. 

Heritage 96  Historic and indigenous archaeological sites and relics are protected under the Heritage Act 1977 and National Parks and Wildlife 
Act 1974, respectively. Should any relics be uncovered during the course of the approved works, work must cease immediately in 
the affected area and the NSW Department of Climate Change, Energy, the Environment and Water must be contacted. 

During works 

Heritage 97  All workers and contractors on the site shall be informed of their obligations under the Heritage Act 1977 and National Parks and 
Wildlife Act 1974, including that it is illegal to disturb, damage, or destroy a relic without prior approval from the NSW Department 
of Climate Change, Energy, the Environment and Water. 

Prior to and 
during works 

Tree Protection 98  Tree protection measures outlined in the Arboricultural Impact Assessment prepared by treeiQ are to be implemented prior to 
commencement of works. 

Prior to works 

Flora and Fauna 99  All contractor staff are to be aware of the sensitivity of the environment, including: 

− Threatened ecological communities (PCT 4028) retained within the development site; 

− Potential threatened fauna, including microbats in buildings and adjacent migratory shorebirds along foreshores; and 

− Waterbodies, including adjacent Sydney Harbour. 

Prior to and 
during works 

Flora and Fauna 100  Protection of microbats in buildings  

− Targeted surveys are to be conducted to determine the presence of microbats in the existing buildings. 

− If targeted surveys confirm the presence of microbats, a microbat management plan is required to provide details on building 
removal and procedures for unexpected finds. 

Prior to and 
during works 
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− Demolition works must involve staged removal of the roof and walls to ensure microbats can vacate safely. The timing of 
works should coincide with periods of lowest microbat activity. These details will be provided in the microbat management 
plan. 

− A pre-clearance survey by an ecologist is required prior to the removal of the buildings. 

Flora and Fauna 101  Protection of native vegetation  

− There is to be no clearing of native vegetation. A no-go zone should be in place along the foreshores and around the 
vegetation mapped as PCT 4028. No stockpiling of vehicles, equipment or sheds is to occur in this area. 

− Demolition works must only be conducted within the designated impact area and should be undertaken in accordance with 
the Demolition Environmental Management Plan controls. 

− All equipment and footwear must be thoroughly cleaned prior to the commencement of works and when entering new sites. 

− A washdown procedure must be established for machinery entering or exiting the site to limit the spread of weeds and 
disease. 

Prior to and 
during works 

Flora and Fauna 102  − No stockpiling of rubbish or storage of chemicals to occur near native vegetation or waterways.  

− The use of fuel, chemicals, herbicides should be limited near waterways and other sensitive areas. 

Prior to and 
during works 

Flora and Fauna 103  − No chemicals or rubbish are to be allowed to escape the subject site. 

− All chemicals must be stored correctly within adequately bunded areas. 

− No parking is permitted under tree drip lines 

During works 

Flora and Fauna 104  − Bare areas should be mulched following clearance works to prevent erosion and soil damage, using on-site native vegetation 
where practicable. Alternatively, erosion-prone areas not in use may be covered with biodegradable weed matting or a 
similar product. 

After completion 
of works 

Sustainability  105  The following criteria will be monitored during construction to measure overall performance in achieving sustainability targets: Prior to and 
during works 
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− Environmental Management System: A Workplace Risk Management Plan certified to AS/NZS ISO 14001 will be 
implemented to establish clear environmental objectives and targets for the site works. 

− Community / Sensitive Receivers: Opportunities will be provided for the local community to learn about the project and its 
impacts on the wider community. Information sessions relating to health and safety programs will also be undertaken to 
engage with and build rapport with relevant agencies. Project updates will be communicated through email notifications and 
other media platforms where appropriate. 

− Energy: Opportunities to reduce electricity and water consumption will be investigated, including the implementation of 
alternative systems for site amenities where practicable. 

− Sustainability Induction: Construction staff will be educated on the sustainability initiatives planned for the project and 
encouraged to identify innovative and sustainable solutions. This will be facilitated through site inductions, toolbox talks, and 
weekly Health, Safety and Environmental Committee meetings and inspections. 

Innovation: Project planning and development processes will be continuously reviewed to identify and implement innovative 
opportunities that promote sustainability outcomes for the project. 

Community and 
Social Impact 

106  Consultation will be undertaken with the local community and relevant agencies at an appropriate time and setting by a Mirvac 
representative and a community engagement consultant.  

Impacted residents, businesses and stakeholders will be provided with sufficient notice of works and associated impacts, in 
accordance with the requirements of the relevant authority and associated management plans. This includes notification to all 
directly adjoining and immediately affected neighbours prior to the commencement of significant works – such as out-of-hours 
works, road or footpath closures, and access restrictions. Notifications will outline the nature and anticipated duration of impacts, 
proposed dates and working hours, and mitigation measures in place. 

Prior to and 
during works 

Community and 
Social Impact 

107  During and following completion of demolition works, the site shall be secured and made safe with appropriate security measures 
and fencing to prevent unauthorised access to the site. 

During and after 
works 
 

Community and 
Social Impact 

108  Prior to the commencement of works, a review of the existing building should be undertaken to identify any items that may have 
significant social or cultural value associated with the previous use of the site as a fish market. 

Prior to works 
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Community and 
Social Impact 

109  Where any items of significant social or cultural value are identified, consideration should be given to opportunities for their 
retention or repurposing, where reasonably practicable. 

Prior to and 
during works 

Community and 
Social Impact 

110  The following actions, which focus on minimising the impacts of construction activity to the community surrounding the project, will 
be implemented: 

− Installation of hoardings and overhead protection along the site boundaries to delineate the construction site from public 
areas. Protective devices will be installed in accordance with applicable WHS legislation, regulations, and relevant authority 
requirements.  

− All external and flood lighting associated with the site will be installed in accordance with AS 4282:1997 Control of the 
Obtrusive Effects of Outdoor Lighting.  

− Compliance with the Traffic Management Plan will be monitored throughout the works.  

− Contact details will be clearly displayed on site fencing/hoardings to provide community information and emergency contact 
details.  

− Arrangements will be made to notify surrounding properties of activities that may affect their amenity, including the provision 
of a 24-hour contact point.  

− Ongoing community liaison will be maintained with neighbouring properties.  

− Periodic updates will be provided to tenants and surrounding residents regarding construction works, upcoming activities, 
and potential interactions.  

− Periodic meetings will be undertaken to discuss the progress of works and address any concerns raised by the surrounding 
community.  

Prior to and 
during works 

 


