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This report (which includes all attachments and annexures) has been prepared by JK Geotechnics (JKG) for its Client, and is 

intended for the use only by that Client. 

 

This Report has been prepared pursuant to a contract between JKG and its Client and is therefore subject to: 

a) JKG’s proposal in respect of the work covered by the Report; 

b) The limitations defined in the Client’s brief to JKG; 

c) The terms of contract between JKG and the Client, including terms limiting the liability of JKG. 

If the Client, or any person, provides a copy of this Report to any third party, such third party must not rely on this Report, except 

with the express written consent of JKG which, if given, will be deemed to be upon the same terms, conditions, restrictions and 

limitations as apply by virtue of (a), (b), and (c) above. 

 

Any third party who seeks to rely on this Report without the express written consent of JKG does so entirely at their own risk and 

to the fullest extent permitted by law, JKG accepts no liability whatsoever, in respect of any loss or damage suffered by any such 

third party. 

 

At the Company’s discretion, JKG may send a paper copy of this report for confirmation.  In the event of any discrepancy between 

paper and electronic versions, the paper version is to take precedence. The USER shall ascertain the accuracy and the suitability 

of this information for the purpose intended; reasonable effort is made at the time of assembling this information to ensure its 

integrity. The recipient is not authorised to modify the content of the information supplied without the prior written consent of 
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1 INTRODUCTION 

This report presents the results of a geotechnical assessment for the proposed Blackwattle Bay foreshore 

redevelopment at Pyrmont, NSW.  The location of the site is shown in Figure 1.  The assessment was 

commissioned by Infrastructure NSW and was carried out in general accordance with our fee proposal, 

Ref: P58584SF Rev1 dated 12 May 2023. 

 

We understand that redevelopment of the above site is likely to comprise demolition of the existing Fish 

Markets and construction of a waterfront promenade with the remaining area sub-divided for mixed-use 

development.  Details on the potential mixed-use developments are unavailable but for the purposes of this 

report we have assumed the developments will comprise multi-storey buildings over one or more basement 

levels. 

 

The purpose of the assessment was to obtain geotechnical information on the subsurface conditions, and to 

use this as a basis for providing comments and recommendations on additional geotechnical investigations, 

site preparation, excavation conditions, hydrogeological considerations, design parameters, retention 

systems, footings and basement slabs. 

 

2 ASSESSMENT PROCEDURE 

The assessment comprised: 

• A site walkover on 18 May 2023 by our Associate Geotechnical Engineer. 

• A search of the JK Geotechnics project database to identify relevant geotechnical investigations 

completed nearby. 

• A review of the provided documents and information, including the Environmental Site Assessment 

report prepared by JBS&G. 

• A review of aerial photography and digital street view (NearMap and Google Earth). 

• A review of the regional geology maps. 

 

No subsurface investigations were carried out as part of this assessment.  
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3 RESULTS OF ASSESSMENT 

3.1 Site Description 

The subject site is situated on the eastern foreshore of Blackwattle Bay and extends from Pyrmont Bridge 

Road at the southern end to the boundary with 17-19 Bank Street at the north-western end.  The site is 

bounded by Bank Street along the northern boundary.  The area is shown on the attached Figures 1 to 3. 

Please note, some areas, such as the Hymix plant, were not inspected due to access constraints. 

 

Behind the seawalls the foreshore area is generally flat, with a gentle slope towards the bay at about 1˚ to 2˚.  

Ground levels range from about RL 1.5m in the north-west to about RL 3.2m in the south-east, adjacent to 

the main Fish Markets building.  A number of different types of sea wall and revetment are present. These 

are discussed further below.  There were three timber jetties present along the foreshore extending up to 

100m into Blackwattle Bay.  The Anzac Bridge is present over the north-eastern extent of the site, with the 

bridge structure being relatively low towards the south-eastern corner of the site over a portion of the Sydney 

Fish Markets car park. 

 

At the time of the assessment, where buildings were not present, much of the area was paved with asphaltic 

concrete and used mostly for trafficking, car parking, storage for the fishermen and storage of a number of 

shipping containers. All of the concrete and AC surfaced areas were generally in fair condition.  There were 

some areas of cracking and a number of repairs had been made to some areas of the AC. 

 

In the southern portion of the foreshore, is the Sydney Fish Markets consisting of the main building covering 

the southern portion of the subject site.  A number of single storey structures are present around the 

perimeter of the external car park area.  North-east of the Sydney Fish Markets property is a Hymix concrete 

plant. As mentioned above, access was not possible into the Hymix area, however it appears to comprise 

mostly concrete pavements and a number of structures and silos.  The remaining areas north-west of the 

Hymix plant are one to two storey industrial units that generally appeared in fair condition. 

 

The foreshore walls, where visible, were a hybrid mixture of concrete and sandstone block walls, with some 

sections where no foreshore walls were present, although there was evidence that walls may have once been 

present, as shown in Plate 1 below.  The face of the present walls varied between roughly 30° to the 

horizontal and sub-vertical.  The walls were generally in poor to moderate condition, with evidence of 

subsidence and overturning of some sections of wall. 
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Plate 1 – Foreshore area north of jetty at the existing Fishmarkets 

 

3.2 Previous Investigations 

Based on our review of the JK Geotechnics database and project information, the following investigations 

have relevant geotechnical information at the subject site: 

• JK Geotechnics carried out an on-shore and off-shore geotechnical investigations in late 1988 and early 

1989 comprising of four augered boreholes extending to depths between 7.0m and 13.7m below 

existing surface levels. Two boreholes were on-land and two were over-water. The adopted 

nomenclature of these boreholes is ‘1-1989’, ‘2-1989’, etc. 

• JK Geotechnics carried out an on-shore and off-shore geotechnical investigations in 1995 comprising 

of twelve (12) boreholes, BH201 to BH212, four of which were off-shore. The boreholes extended to 

depths between 2.0m and 7.5m below existing surface levels. Three boreholes were auger drilled with 

the remaining nine boreholes core drilled. 

• JK Geotechnics carried out an on-shore geotechnical investigations in 1998 comprising of five augered 

boreholes, BH301 to BH305, to depths between 1.0m and 4.5m below existing surface levels.  

• JK Geotechnics carried out an on-shore geotechnical investigations in 2001 comprising of five augered 

boreholes, BH401 to BH405, extending to depths between 3.0m and 10.5m below existing surface 

levels. 

• JK Geotechnics carried out an on-shore geotechnical investigations in 2010 comprising of twenty-four 

(24) boreholes, BH501 to BH524, extending to depths between 0.6m and 13.31m below existing 
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surface levels. Twelve of the boreholes, BH501 to BH512, were core drilled, with the remaining twelve 

boreholes, BH513 to BH524, auger drilled. 

• The JK Group environmental division, JK Environments (formerly Environmental Investigation 

Services), carried out an on-shore geotechnical investigations in 2010 comprising of ten (10) augered 

boreholes, BH601 to BH610, extending to depths between 1.5m and 6.0m below existing surface 

levels. Note that these boreholes were not logged to geotechnical standards but nevertheless provide 

useful information. 

• JK Geotechnics carried out an on-shore and off-shore geotechnical investigations for the proposed 

Bank Street commercial wharf in 2015 comprising of nineteen (19) cored boreholes extending to 

depths between 5.1m and 29.0m below existing surface levels. For the inclusion into this report, two 

boreholes are considered relevant, BH3 and BH12. 

• JK Geotechnics carried out an on-shore and off-shore geotechnical investigations for the new fish 

market in 2017 comprising of thirty-six (36) cored boreholes extending to depths between 8.06m and 

29.27m below existing surface/seabed levels. For the purposes of this report, the relevant boreholes 

are BH15, BH22 to BH27, BH102, BH103 and BH116 to BH118. 

 

Reference was made to the boreholes recently drilled by JBS&G, however the borehole logs are not logged 

geotechnically and therefore generally yield minimal additional information with respects to the ground 

conditions.  Furthermore, the above previous geotechnical investigations provide extensive data across the 

subject site with very few data gaps. 

 

Reference should be made to the attached Figures 2 and 3 for the borehole location plan and the top of rock 

level contour plan. It should be noted that the rock contours (in mAHD) are based on uniform gradients of 

the rock surface between points of known level; the actual surface may well comprise a series of steps and 

benches which should be taken into account when considering any future developments.  Geotechnical 

sections have been prepared and presented as the attached Figures 4, 5 and 6.  The borehole logs have been 

attached as Appendix A for further reference. 
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3.3 General Geology and Subsurface Conditions 

The 1:100,000 Geological Map of Sydney shows the site to be underlain by Hawkesbury Sandstone (Tuth) 

over the north-western portion of the site and from about 100m behind the foreshore over the southern 

portion of the site, as shown in Plate 1 below. Over the remaining areas the geological map indicates the site 

is underlain by man-made fill (reclaimed area, QH_hr) over Quaternary age alluvial soils (QH_ebw) comprising 

silty to peaty sand, silt and clay.  A dyke or vein also appears to extend through the site from the north to 

south, as shown in Plate 1 below. 

 

 
Plate 2 – Geological map overlay (Tuth=Hawkesbury Sandstone, QH_hr=Reclaimed Estuarine areas, 

QH_ebw=Estuarine Basin and Bay) 

 

In general terms, the on-shore portion of the site is underlain by fill and natural soils overlying sandstone 

bedrock, while the off-shore area contains both sands and clays over sandstone bedrock.  Many of the 

boreholes closer to the shore have disclosed significant amounts of sandstone rubble of cobble and boulder 

size, within a matrix of clay and sand; this layer is assumed to be from the reclamation of the site with 

sandstone rubble being pushed into the bay, and at least some of the lower strength soil being displaced.   

 

The subsurface conditions encountered during the investigations comprise five main units, including one unit, 

Unit 4, which is split into two sub-units, Units 4A and 4B.  Some of the characteristic features of the materials 

Dyke or Vein 

Approximate 

Site Outline 
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encountered are described below.  For further details of these strata, reference should be made to the 

attached borehole logs and the sections provided as Figures 4, 5 and 6. 

 

UNIT 1 

Unit 1 comprises granular terrestrial fill, mostly sand and gravelly sand with varying proportions of silt, clay 

and somewhat frequent cobbles and boulders of concrete, rubble and brick.  We note some boreholes 

encountered drilling refusal within the fill, such as BH518, BH519 and BH521  The fill was mostly moist, with 

the upper material usually being assessed as well compacted, but reducing to moderately or poorly 

compacted with depth.  This unit was not encountered in the boreholes drilled off-shore within Blackwattle 

Bay. 

 

UNIT 2 

Unit 2 comprises predominantly granular fill material present below the high tide level, often comprising 

clayey sand or gravelly sand, though in places comprises a significant proportion of sandstone cobbles and 

boulders with an infill of sand or clayey sand.  This material was assessed to be poorly compacted, and likely 

comprises fill material pushed into the bay which has largely displaced the surface layer of very soft clayey 

soil from the near shore area.  These soils appeared to extend to a maximum depth of about 6m in the 

boreholes. 

 

UNIT 3 

The recent marine and estuarine deposits comprise silty and clayey sands with occasional clay and silt bands, 

although there were areas where sandy clays were also encountered.  For convenience these are often 

referred to as alluvial soils.  There were a number of boreholes where Units 1 and 2 directly overlay the 

sandstone bedrock and Unit3 was not encountered.  The sandy soils were assessed as being very loose or 

loose and either moist or wet.  The sandy clay soils varied from firm, stiff and up to very stiff in strength. Unit 

3 typically extended to the top of bedrock at depths between 0.4m and 12.8m.  

 

UNIT 4 

Unit 4 comprises sandstone bedrock, and was encountered from depths ranging between 0.4m and 12.8m 

below the existing surface levels, or between about RL-15.7m and RL6.0m.  The top of bedrock is relatively 

shallow over the north-eastern portion of the site and then has a general gradient down towards Blackwattle 

Bay, although more likely will comprise a series of buried cliff lines/rock ledges of varying heights as is 

common with Hawkesbury Sandstone.  It must also be noted that some boreholes do not have a surface 

reduced level and therefore only the depths were included in the above ranges. 

 

At first contact, the bedrock varies across the site with either extremely weathered sandstone of extremely 

low to very low strength or distinctly weathered sandstone of low to medium strength encountered. There 

does appear to be a trend of better rock at first contact within the boreholes closer to the shore than those 

deeper out in the bay.  The bedrock strength improves to at least medium strength within all boreholes, 

although the sandstone within BH14, BH15, BH103, BH111 and BH116 was highly fractured due to suspected 

presence of a dyke and/or diatreme in the area with the associated faulting.  Very high strength rock was 

also encountered in a few boreholes, potentially due to alteration by the dyke/diatreme intrusion.  These 
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geological features appear to be localised to the southern end of the subject site, with the potential dyke 

highlighted yellow on the attached Figure 2. 

 

The recovered core within all boreholes generally contained a high number defects which included: 

• Sub-horizontal bedding 

• A large number of planar (occasionally undulating) joint defects typically dipping at between 50° and 

90°, although occasionally less steeply sloping joints dipping at 10° to 30° were encountered. The 

joint interfaces were typically tight and rough with occasional iron-staining. 

• Some generally sub-horizontal extremely weathered and clay seams dipping at between 0° and 10° 

ranging between 1mm and 150mm in thickness. 

 

Reference to Table 1 accompanying this report shows the depths to the various classes of sandstone bedrock 

encountered.  A rock contour plan representing the top of bedrock is presented in Figure 3; the contour lines 

have been interpolated from the borehole logs only and some variation of the rock level may be present 

between borehole locations. 

 

GROUNDWATER 

Given the proximity of Blackwattle Bay and the permeable silty and clayey sandy fill and soils, the 

groundwater will be tidal.  High tide levels will typically be under RL1m, although may fluctuate higher during 

periods of heavy rainfall.  The groundwater levels generally will be at or somewhat above the tidal level. 

Where the bedrock level is high enough to be above the tidal zone, the groundwater is still expected to be 

tidal although may be less responsive.  Perched groundwater is likely to occur over the sandstone bedrock.  

 

3.4 Laboratory Test Results 

The results of the Atterberg Limits and Linear Shrinkage tests on the natural clays indicated a range from 

medium to high plasticity and showed good correlation with the field logging. The moisture content of the 

soils near the seabed have relatively high moisture contents of up to 62.3% with the deeper soils generally 

ranging between about 15% and 36%. 

 

The Particle Size Distribution tests indicated that the alluvial clayey sand samples generally comprised 

medium to coarse grained sands with minor amounts of fine grained sand and between 19% and 49% of silt 

and clay content. 

 

Hydrometer tests were carried out on samples of the finer grained alluvial soils, the clay contents ranged 

from 51% to 72% in four samples whilst the remaining test samples indicated lower clay contents. The clay 

soils contained varying amounts of fine to coarse grained sand, generally varying from 4% to 35%, with one 

exception in BH22 at 0.0m to 0.5m where the sample contained 44% sand, BH112 that contained 63% sand 

and BH116 that contained 58%. 
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The Point Load Strength Index Test results indicated that the rock core ranged between very low strength to 

very high strength sandstone with estimated Unconfined Compressive Strengths (UCS) varying from 1MPa to 

102MPa. The strengths correlated well with the field logging as shown on the borehole logs. 

 

The Emerson Class Number test results indicated that the samples were generally classified as either Emerson 

Class Number 2 or 4, whereby Class 2 indicates slaking of the samples with some dispersion when placed in 

water. Class 4 indicates slaking of the sample but no dispersion of the soil. The test completed on a sample 

taken from BH14 at 4.00m to 4.30m depth returned an Emerson Class 7 indicating no slaking occurred 

throughout the test. A sample from BH111 at 7.50 to 7.95m depth returned an Emerson Class 3 indicating 

moderate dispersion of remoulded soil in water. 

 

CBR testing was completed on two samples of the silty sand and gravelly sand fill.  These tests returned 

results of 5% and 25%. The CBR tests on the predominately gravelly silty sand fill ranged from 12% to 15%. 

The CBR test on the sandy clay (with sandstone bands) was 8%.  

 

The soil pH test results indicate that the fill profile is alkaline with pH values generally of 9.9 to 11.2, while 

the natural sand is slightly alkaline with pH values generally of 7.3 to 8, although as low as 4.1. The same 

samples for the natural sand and fill profile had contents of 380mg/kg, 410mg/kg, 44mg/kg, 160mg/kg and 

7.9mg/kg for sulphate, 33mg/kg, 61mg/kg, 28mg/kg, 99mg/kg and 23mg/kg for chloride and the electrical 

resistivity generally ranged from 1.1ohm.m to 7.1ohm.m.   

 

4 COMMENTS AND RECOMMENDATIONS 

4.1 Summary of Principal Geotechnical Findings, Issues and Further Work 

The geotechnical issues associated with future developments on the subject area will be dependent on the 

nature of each individual project.  As discussed in Section 1, the following advice is on the basis of a 

waterfront promenade and with the remaining areas comprising multi-storey developments over one or 

more basement levels.   

 

For the most part, the proposed buildings will involve geotechnical issues such as site preparation, 

excavation, retention, hydrogeological considerations, footings, basement slabs and pavements. Preliminary 

comments on each of these likely issues are provided in the following sections and must be reviewed 

following site-specific investigations and once development details are known.  Site-specific are likely to 

comprise the drilling of additional cored boreholes to sufficient depth based on the development details, as 

well as the installation of groundwater monitoring wells for longer-term groundwater monitoring. 

 

As discussed in more detail in Section 3.2, the boreholes penetrated a cover of pavement and fill overlying 

(in some places) marine/estuarine soils and then weathered sandstone bedrock at depths ranging from 0.4m 

and 12.8m below the existing surface levels, or between about RL-15.7m and RL6.0m. Groundwater is 

assumed to be tidal with a high tide level below about RL1m, although may fluctuate higher during periods 

of heavy rainfall. 
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We have summarised the principal geotechnical findings, issues and recommendations to be considered in 

the planning and design of the development as follows.   

1. Excavation for proposed basements will be through pavements, fill, marine/estuarine soils and then 

predominantly through sandstone bedrock of up to medium and high strength.  Excavation of the 

sandstone will require the use of “hard rock” excavation equipment for effective excavation, which 

may transmit vibrations through the rock mass that could affect adjoining infrastructure. 

2. The proposed basements will extend below the measured groundwater level, unless the lowest 

basement level remains above about RL1m, pending long-term groundwater monitoring to confirm 

the tidal range and response to rainfall.  Given the high permeability of the soils, but the expected 

relatively low permeability of the sandstone bedrock, we expect seepage rates to be manageable using 

conventional sump and pump methods, provided the retention system achieves a good groundwater 

cut-off into the good quality sandstone. We envisage that basement will need to be a water-tight 

(tanked) structure. The retention system should be reviewed following further analysis of expected 

groundwater seepage into the excavation and the proposed basement construction techniques.  

Approval of the basement will need to be obtained from WaterNSW/Department of Planning and 

Environment requiring additional analysis.  

3. The retention systems should comprise a relatively impermeable shoring wall that may be terminated 

in the good quality sandstone bedrock above the bulk excavation level.  The sandstone bedrock of 

medium strength or better may then be excavated vertically without support provided regular 

inspections by a geotechnical engineer are carried out.  A good cut-off will be critical to limit 

groundwater inflows into the basement excavation during construction. Further investigations of the 

permeability of the subsurface profile will be required. 

4. The footing systems may comprise both high level pad/strip footings where sandstone is exposed 

within the excavation and piles where sandstone is not encountered so that the structures are 

uniformly supported on footings founded in the underlying sandstone bedrock.  Depending on the 

allowable bearing pressure adopted for the footings, geotechnical inspections and testing of the 

footing excavations will have to be scheduled. 

5. The proposed pavements will generally overlie sandy fill and so suitable subgrade preparation must be 

undertaken prior to pavement placement and appropriate drainage installed. 

6. We recommend a detailed structural assessment of the existing sea walls be undertaken.  However, 

based on our cursory inspection, we expect for the most part that new sea walls will need to be 

constructed to support the proposed waterfront promenade. 

 

Further comments on these issues and geotechnical design parameters are provided in the subsequent 

sections of this report. 

 

Whilst extensive investigations have been undertaken over the Sydney Fish Markets footprint, not all 

boreholes will be relevant for the proposed mixed-use developments and therefore further detailed 

geotechnical investigations will be required once details of the developments are known, partly to satisfy 
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WaterNSW requirements which are very prescriptive.  Given the proposed developments will need to be 

uniformly founded on bedrock, as well as presumably achieve groundwater basement cut-off into the 

underlying bedrock, the investigations will be targeted at obtaining sufficient information on the bedrock. 

We expect the following will be required: 

• Deep cored boreholes to a depth of either at least 3m below proposed bulk excavation level or into 

sandstone bedrock of the required classification, whichever is deeper. At least one borehole per 

development to much greater depth to determine whether a different aquifer system is present at 

depth. 

• Packer tests within the cored boreholes to assess the permeability of the rock. 

• Installation of numerous groundwater monitoring wells and long- term monitoring with electronic data 

loggers. 

• Permeability testing within the monitoring wells to assess the permeability of the soils. 

• Analysis of shoring wall deflections and groundwater inflows into basements. 

• Over-water boreholes may also be required if additional information is required for the new sea wall 

design to support the proposed waterfront promenade. 

 

4.2 Site Preparation 

The following subgrade preparation should be undertaken in any areas where new pavements will be 

constructed or minor earthworks are undertaken to regrade the site. 

 

Any existing pavement should be removed from the area and disposed of.  Any excavation to achieve the 

required subgrade level should then be readily achieved using conventional earthmoving equipment such as 

tracked excavators, though we note that the presence of oversize particles such as cobbles in the fill may 

cause some difficulties in scraping back to a smooth surface and result in a rough excavated surface. 

 

The exposed surface should then be proof rolled using at least six passes of a 10 tonne minimum deadweight 

smooth drum roller, with the final two passes being completed in the presence of a geotechnical engineer.  

The purpose of the proof rolling is to improve the near surface compaction and to aid in the identification of 

any soft or heaving areas.  Soft or heaving areas should be excavated to a depth of at least 0.7m below the 

proposed subgrade level, and will probably have to be replaced with a geogrid and crushed rock bridging 

layer; this bridging layer or other treatment should be detailed at the time of proof rolling so that it 

appropriately addresses the issue causing the heaving. 

 

Following successful proof rolling, any fill required to achieve the subgrade level should be placed as 

engineered fill.  Engineered fill should comprise a well graded, select granular material such as ripped or 

crushed sandstone with a maximum particle size not exceeding 75mm, and containing no organics or other 

deleterious substances.  Much of the fill excavated from the site is likely to be suitable for reuse as engineered 

fill, subject to confirmation by a geotechnical engineer at the time of the works, provided any oversize 
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material is removed such as by using a sieve bucket on an excavator and it is moisture conditioned as 

necessary. 

 

Engineered fill should be placed in layers not exceeding 200mm loose thickness, and be compacted to a 

density of at least 98% of Standard Maximum Dry Density (SMDD).  Clayey fill should preferably not be used 

as it is a more reactive material where there could be changes in moisture content, and it provides inferior 

support to structures and pavements than granular fill.  However if clayey fill is used, it should be compacted 

to strictly between 98% and 102% of SMDD, at a moisture content with 2% of the Standard Optimum 

Moisture Content (SOMC). 

 

In-situ density tests should be completed on each layer of fill to confirm the target density is being achieved.  

The frequency of tests should be completed in accordance with at least the minimum requirements specified 

in Table 8.1 of AS3798-2007. If a higher level of quality assurance is required, then consideration should be 

given to adopting Level 1 inspection and testing in accordance with AS3798-2007. 

 

4.3 Excavation Conditions 

Excavation recommendations provided below should be completed by reference to the latest version of the 

NSW Government “Code of Practice Excavation Work”. We expect the proposed basements will extend 

through the upper fill and soils, however all or portions of the basements will extend into sandstone bedrock, 

potentially of up to high strength. Excavation of the soils and bedrock up to very low strength may be 

completed using conventional earthwork equipment, such as hydraulic excavators with a bucket attachment. 

However, bedrock of low strength or better will comprise ‘hard rock’ excavation techniques and require the 

use of rock excavation techniques, such as ripping tynes fitted to excavators or dozers, hydraulic impact 

hammers, rock saws or rock grinders. Care will need to be taken when excavating using hydraulic impact 

hammers that vibrations transmitted to adjoining structures do not exceed tolerable levels. 

 

The use of rock excavation plant will cause noise and vibrations.  Noise and vibrations should be closely 

monitored and we recommend that an acoustic consultant be commissioned to prepare a vibration 

monitoring plan and to undertake any monitoring deemed required. Guideline levels of vibration velocity for 

evaluating the effects of vibration in structures are given in the attached Vibration Emission Design Goals 

sheet.   

4.4 Hydrogeological Considerations 

As discussed in Section 3.3, the groundwater table will be tidal with high tide level expected to extend up to 

about RL1m, although may fluctuate higher during heavy rainfall periods.  As such, at this preliminary stage, 

we recommend assuming that any proposed basements will encounter groundwater.  Furthermore, where 

bedrock is above sea level we also expect some groundwater seepage flows will occur at the soil-rock 

interface, particularly after periods of heavy rain.  

 

We expect the groundwater inflows into the basement will be very high where the soil materials extend 

below the water table and therefore it will be necessary to achieve cut-off with the basement shoring into 
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the underlying lower permeability bedrock. With that being said, the bedrock in some portions of the site 

appears to contain a high number of defects and therefore a detailed assessment of the rock permeability 

should be undertaken, such as Packer tests, in order to accurately assess the estimated groundwater inflows 

into basements. In the long-term, basements will need to be fully watertight ‘tanked’ structures and designed 

to resist hydrostatic uplift pressures. 

 

Seepage encountered during construction is expected to be satisfactorily controlled by a sump and pump 

system that discharges groundwater inflows to the bay/council stormwater system. Discharge to the bay may 

be subject to environmental considerations. Dewatering can lead to lowering of groundwater levels outside 

of the site and needs to also be considered. If the modelling indicates that the drawdown may be excessive, 

or excessive drawdown is experienced during dewatering, recharge of extracted water outside the basement 

excavation can assist in reducing potential drawdown.  However, in practice it is not possible to dispose of 

all water extracted by recharging to the soils. 

 

Construction of a basement that intersects the groundwater table is considered to be an aquifer interference 

activity.  We note that this also typically includes groundwater seepage over the soil-rock interface.  Such 

activities are subject to the Water Management Act 2000 and NSW Aquifer Interference Policy and are 

regulated by the Department of Planning and Environment (DPE), WaterNSW and Natural Resource Access 

Regulator (NRAR).  The DPE’s policy on basements is that ongoing or frequent dewatering of basements over 

their life is inconsistent with the principals of sustainable development and, where such dewatering is 

required, basements should be tanked.  Dewatering during construction is permitted but is regulated through 

licencing which must either be obtained from WaterNSW or NRAR.   

 

The DPE’s document, “Minimum Requirements for Building Site Groundwater Investigations and Reporting”, 

dated October 2022 outlines the minimum scope of investigation required where a basement is proposed 

and may intersect the groundwater table.  This scope is quite involved and broadly requires the following: 

• Boreholes drilled to a minimum depth, which is defined by the proposed number of basements. 

• The installation of a minimum of three groundwater wells installed throughout the site in a 

triangulated fashion. 

• Permeability testing to define the coefficient of permeability of the various soil and bedrock layers. 

• Groundwater monitoring for a minimum period of three months in the six months prior to the 

submission of documentation to the relevant authority. 

• Groundwater modelling to predict the groundwater take, groundwater drawdown behind the 

retention system and potential impact on nearby structures and other groundwater users. 

• Chemical analysis of the groundwater to determine its quality. 

 

Following the completion of the above investigation and monitoring, a Site Hydrology Report (SHR) is 

required which presents the results of the seepage analysis and predicted water take, and impact on 

surrounding structures and water users.  This report is then incorporated in a DMP, which is necessary for 

submission when applying for the relevant licence(s). 

 

Where dewatering is required, potentially two approvals are required from WaterNSW.  These are: 
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• A Water Access Licence (WAL). 

• A Water Supply Works (WSW) approval. 

 

A WAL is a licence that provides an allocation of a certain volume of water in the aquifer to a user.  However, 

it does not provide the right to extract this water.  To extract or pump water from an aquifer, such as is 

required during basement dewatering, a WSW approval is required.  The WAL is required where extraction 

of water from the aquifer exceeds 3ML/annum, where a water year coincides with a financial year.  Where 

extraction volumes are less than this value, a WAL is not required, but a WSW approval is still required to 

remove any water from a site.   

 

4.5 Retention Systems 

As discussed in Section 4.4 above, the basement retention system will need to achieve a groundwater cut-off 

within the underlying sandstone bedrock. However, potentially on the north-eastern side of the basement 

furthest from Blackwattle Bay, sandstone bedrock may be encountered above bulk excavation level. 

 

We do not consider that temporary batters are likely to be feasible, except where bedrock is (say) less than 

2m deep however this appears to only be possible in localised areas. Therefore we consider an engineered 

retention system around the full basement perimeter is likely to be most appropriate and should be installed 

prior to excavation commencing.  Given the subsoil conditions and the presence of groundwater, suitable 

retention systems include a secant piled wall formed using grout injected (CFA) piles, a cutter-soil-mix wall 

or a diaphragm wall, though the depths of cut-off required are not generally sufficient that a diaphragm wall 

would be required. Consideration should be given to the cobbles and boulders encountered in the fill layer 

which may result in difficulties in maintaining verticality during drilling or inhibit penetration. If the 

cobbles/boulders are shallow enough, then excavating the obstructions may be the effective solution. 

 

Conventional secant pile walls are formed where a closed joint is produced by constructing alternate (soft) 

piles, followed by boring or cutting away part of the first phase (soft) piles while the concrete is still weak 

and thus constructing intermediate (hard) piles overlapping with the first phase piles.  The overlapping piles 

reduce the risk of gaps developing and when constructed properly can form an impermeable wall.  Due to 

the sandy soils and the groundwater, bored piers would not be suitable and auger, grout injected (CFA) piles 

will need to be used except in the eastern areas where soils do not extend below the water table.  However, 

care must be taken when drilling the piles into the sandstone as once the sandstone is encountered the rate 

of penetration reduces and if the rate of rotation is not also reduced the drilling process can ‘draw-in’ the 

sandy soils from around the auger resulting in settlement of the ground surrounding the pile.  Difficulties can 

also be experienced in keeping piles vertical where they are more than about 6m to 7m deep.  Consequently, 

appropriate specialised construction and monitoring techniques, such as the use of cased CFA piling 

techniques, should be implemented to reduce the risk of soils being ‘drawn-in’ and such techniques tend to 

keep the piles vertical and correctly positioned along the line of the basement.   

 

An alternative construction system is where the first phase (hard) piles are joined by jet-grouted columns; 

these have been successfully used on a number of foreshore projects and are well suited to this site.  The 
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system is relatively straight forward to construct and has the benefit that the jet grouting encompasses any 

obstructions in the fill and still produces a sealed wall; protuberances can be ground off as excavation 

advances.  Our past experience also indicates that secant walls present difficulties in the seating the wall toe 

onto a stepped bedrock profile.  Potential contractors should advise how they propose to construct a 

“sealed” cut-off wall socketed into the rock and what problems may arise using their system. We expect that 

construction of cut-off walls should commence where bedrock is expected to be deepest, i.e. at the eastern 

and northern sides of the sites, and then gradually constructed towards the southern and western areas, 

where any steps up in the bedrock profile can be identified which will then allow for a few piles to be drilled 

to the lower level of bedrock to provide a higher degree of confidence that cut-off has been achieved. 

 

Diaphragm walls in the form of concrete cast-in-place in a trench supported by bentonite slurry are practically 

impervious if appropriately “sealed” in rock and then extensive dewatering may not be necessary during 

construction.  We note that some difficulties may be encountered where the toe of the walls are to be 

socketed into the sandstone and advice should be obtain from contractors on the suitability of their system 

for the site conditions.  It is likely that ‘chopping’ techniques would be required in the rock and the resulting 

vibrations may preclude their use, particularly adjacent to the heritage building.  Productivity would also 

probably be low.  The diaphragm wall must be free of any openings such as joints or holes; if these are noted 

after construction these should be immediately patched by say, injection grouting.  The diaphragm wall, if 

founded in strata of adequate bearing capacity could be used as the permanent wall, supporting peripheral 

columns, combined with top-down construction techniques (which would then avoid temporary anchors for 

lateral stability).  Diaphragm walls because of their rigid design and the avoidance of severe ground 

disturbance are advantageous forms of support where the yielding and settlement of the adjacent ground 

surface or property have to be reduced, and might be needed at the southern end of the site near Pyrmont 

Bridge Road.  The installation and construction of the diaphragm wall is critically dependent on construction 

techniques and should only be carried out by contractors of recognised competence in this field of work. 

 

Conventional driven sheet pile walls would probably not be suitable as there is a need to reduce noise and 

vibrations to nearby buildings and structures.  Furthermore, sheet piles would not be able to be incorporated 

into the footing system and permanent basement retaining walls would need to be constructed following 

bulk excavation. Sheet piles may also have difficulty penetrating the cobbles and boulders that were 

encountered in a number of boreholes. 

 

Regardless of the shoring option adopted, achieving a suitable socket into the medium strength or better 

sandstone bedrock will be difficult and therefore heavy drilling rigs, equipped with rock excavation 

equipment where appropriate, will be necessary.  Subsequently, given the presence of the upper poor quality 

fill, a suitably thick piling rig working platform will also be required for the installation of the shoring systems.   

 

4.6 Retention Design Parameters 

Cantilevered piled walls may be considered however are typically limited to a height of 3m to 4m and a 

detailed assessment of the wall deflections must be carried out to confirm that wall movements do not have 

an adverse effect on adjoining structures and services. Otherwise, the walls will need to be designed to be 

laterally supported by anchors or internal propping/bracing to reduce wall movements. We note that on the 
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Blackwattle Bay side of the basements, internal propping/bracing will almost certainly be required given the 

bedrock drops away in that direction. Construction of the retaining system and anchors should be of a high 

quality and only experienced contractors should be employed.  Any gaps between adjacent secant piles must 

be grouted immediately as soil loss and seepage could cause settlements of the ground adjoining the 

retention system. 

 

The major consideration in the selection of lateral earth pressures for the design of retaining walls is the need 

to limit deformations occurring outside the excavation.  The following characteristic earth pressure 

coefficients and subsoil parameters may be adopted for the static design of the proposed basement walls: 

• Walls retaining less than about 3m may be designed as cantilevered walls based on a triangular earth 

pressure distribution.  Where the resulting ground movements are of little concern design may be 

based on an active earth pressure coefficient, Ka, of 0.35. 

• Where movements are to be reduced, or where walls are restrained from movement by other 

structural elements in front of the wall, an ‘at rest’ earth pressure coefficient, K0, of 0.6 should be sed 

for the design of cantilevered walls. 

• For progressively anchored or internally propped walls, where minor movements can be tolerated, we 

recommend the use of a uniform rectangular earth pressure distribution of 6H kPa, where ‘H’ is the 

retained height in metres. 

• For progressively anchored or propped walls which support areas which are highly sensitive to lateral 

movement, we recommend the use of a uniform rectangular earth pressure distribution of 8H kPa, 

where ‘H’ is the retained height in metres. 

• A bulk unit weight of 20kN/m3 should be adopted for the sands above the groundwater level and 

reduced to 10kN/m3 below the groundwater level. 

• For cantilevered walls embedded in soil, passive toe restraint may be adopted for the portion of wall 

embedded more than 1m below the base of the excavation (including localised excavations for services 

or footings etc).  A net triangular passive earth pressure distribution should be adopted.  The following 

net passive earth pressure coefficients may be adopted for the expected soils. 

o For the very loose and loose sands a bulk unit weight of 18kN/m3 and net passive earth pressure 

coefficient of 2.4.  This is based on an effective friction angle for the very loose to loose sands of 

28. 

o For the soft to firm silty clays a bulk unit weight of 17kN/m3 and a net passive earth pressure 

coefficient of 2.0.  This is based on an effective drained friction angle of 24 and cohesion of 0kPa. 

o For medium dense of denser sands a bulk unit weight of 19kN/m3 and a net passive earth pressure 

coefficient of 3.1.  This is based on an effective friction angle of 33. 

o Cantilevered walls should also be designed with a factor of safety of at least 2.0 on passive 

restraint. 
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• For cantilever walls embedded in bedrock an allowable lateral restraining pressure of 200kPa may be 

adopted, but where this is used the passive earth pressure must be ignored due to the large strain 

needed to mobilise passive earth pressure. Higher lateral pressures may be feasible in medium and 

high strength rock but should be considered in more detail on a case by case basis. 

• All surcharge loads affecting the walls (e.g. due to traffic, construction, adjacent high level footings, 

etc) must be taken into account in the wall design using the earth pressure coefficients given above. 

• Soil anchors bonded into the loose or denser sands may be designed based an effective angle of 

internal friction, , of 28. Anchors bonded into bedrock of at least low strength may be designed 

based upon an allowable bond stress of 200kPa. All anchors should be bonded behind a theoretical 

failure plane projected up for the base of the excavation at an angle of 45o.  All anchors should be 

proof-tested to 1.3 times the working load under the direction of an experienced engineer or 

construction superintendent, independent of the anchor contractor.  We recommend that only 

experienced contractors be considered for the anchor installation. 

 

Detailed assessment of the retention system could be carried out using computer based analysis using 

programs such as WALLAP or PLAXIS in order to optimise the design.  Any such analysis must be carried out 

by persons familiar with soil mechanics in order to understand the analysis methods and results. 

 

The actual wall movements are highly dependent on the construction sequence, detailing and quality of 

installation, and should be closely monitored in critical areas.  However, provided the basement retention 

system and dewatering is designed and constructed in accordance with the recommendations presented in 

this report movements are expected to be within tolerable limits.  On this basis, the neighbouring buildings, 

structures and the above and below ground utilities are not expected to be impacted by movements outside 

their tolerable limits.  However, this should be verified by completion of computer based analysis of the 

basement shoring system (say using WALLAP or PLAXIS) in order to assess likely wall deflections. 

 

Based on a cursory inspection of the existing sea walls along Blackwattle Bay, the walls generally appeared 

to be in a dilapidated state or were not even present along some foreshore sections.  As such, we expect new 

sea walls will be required. Notwithstanding, we recommend a detailed assessment by a structural and/or 

coastal engineer to assess the condition of the existing walls and provide further advice on whether new 

walls will be required to support the proposed waterfront promenade.  Depending on the height of the sea 

walls, additional geotechnical investigations within the bay in front of the walls may be required to assist 

with the detailed design. 

 

4.7 Footings 

Given the proposed developments are expected to have high structural loads, we recommend the structures 

are uniformly founded on the underlying sandstone bedrock. We expect that additional cored boreholes will 

be required to further assess the bedrock at specific sites once development details are known. 
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If there are lightweight structures separate to the main developments, the consideration could be given to 

founding on the underlying natural soils. The existing uncontrolled fill is unlikely to provide a suitable 

founding stratum regardless of how lightweight or flexible the structures are and would need to be 

considered on a case by case basis.  

 

4.7.1 Footings on Rock 

The sandstone bedrock encountered in each of the boreholes was classified at the time of the investigation 

and has been classified in accordance with “Foundations on Sandstone and Shale in the Sydney Region” by 

Pells, Mostyn and Walker, Australian Geomechanics, December 1998, with the classifications provided in the 

attached Table 1. The classification of the rock using this system is dependent upon the size of the pile, and 

so to allow this assessment a pile diameter of 0.6m has been assumed.  If differing pile sizes are used, the 

designer should check the rock classification using the information provided in the borehole logs and Table 1.  

The designer must also note that there may be bands of a lower or higher classification and so any piles 

founded in the specific strata and location should be assessed by the designer. 

 

Given the anticipated loads, we expect development footings will be uniformly founded within the underlying 

sandstone bedrock. Depending on the proposed finished levels of developments, high level pad and/or strip 

footings may be feasible if bedrock is sufficiently shallow, say less than 1m below finished level. If high level 

footings are not feasible, then piles will need to be adopted. For the subject site, we consider two pile types 

could be considered as follows: 

• Cased Bored Piles:  These piles combine conventional bored pile drilling techniques with the use of a 

heavy steel liner which is drilled down to the top of the bedrock profile using the same drill rig.  The 

liner is typically installed progressively as the bored pile extends down through the soil profile.  The 

liner is used to support the soil profile and keep the hole open so that the pile can be socketed into 

the bedrock profile.  As the piles can be socketed into the bedrock profile, they are then able to transfer 

both lateral and vertical loads (compression and tension) through the bedrock socket length. Uncased 

bored piles are unlikely to be suitable over much of the site due to the groundwater ingress and risk 

of borehole collapse, however a trial pile could be undertaken on commencement to assess the 

feasibility. At the eastern edge of the site where rock is present at shallow depth then uncased piles 

may be suitable. 

• Continuous Flight Auger Piles:  Continuous flight auger (CFA) piles are installed using a hollow stemmed 

auger through which grout is pumped into the pile hole as the auger is extracted.  As the auger flights 

extend the full length of the pile, the pile hole is fully supported at all times.  However, due to 

limitations with this system, most CFA piling rigs are able to provide only limited crowd force to the 

auger head, and hence, a large CFA piling rig would be required to socket into the high strength bedrock 

profile.   

 

Piles socketed a minimum of 0.3m into the appropriate stratum can be designed based on the allowable end 

bearing pressures presented in the below.  For rock sockets longer than 0.3m, the allowable shaft adhesions 

outlined below may be adopted provided the socket is satisfactorily cleaned and roughened.  For all footings, 

both shallow and piles, the lowest quality bedrock within 1.5 times the width of footing/diameter of the pile 
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should be taken as the allowable bearing pressure for the design of footings.  The allowable bearing pressures 

and shaft adhesions below are based on serviceability criteria and should result in settlements of less than 

1% of the footing width/diameter. 

 

Rock Class 
Allowable Bearing 

Pressure (kPa) 

Allowable Shaft Adhesion 

(compression) (kPa) 

Allowable Shaft Adhesion 

(tension/uplift) (kPa) 

IV 1,000 100 50 

III 6,000 600 300 

II 10,000 1,000 400 

 

Consideration could also be given to design of footings based on limit state design analysis procedures and 

the ultimate values provided in the table below can be adopted.  Ultimate values must be used in conjunction 

with an appropriate geotechnical strength reduction factor (ɸg) which must be calculated in accordance with 

the methodology outlined in AS2159-2009 ‘Piling Design and Installation’. 

 

Rock Class 
Ultimate Bearing 

Pressure (MPa) 

Ultimate Shaft 

Adhesion 

(compression) (kPa) 

Ultimate Shaft 

Adhesion 

(tension/uplift) (kPa) 

Elastic Modulus 

(MPa) 

IV 5 150 75 400 

III 30 1,000 500 1,000 

II 80 2,000 1,000 2,000 

 

Regardless of the pile design method utilised, we recommend the pile design is reviewed by a geotechnical 

engineer to confirm the recommendations above have been applied correctly. It should be considered that 

the values given in the table above are only a guide and he consequences of variations (both lower and 

higher) should be considered in the design. 

 

All bored piles must be clean of any loose or water softened material, and free of any standing water prior 

to pouring concrete.  All bored piles should be poured as soon as practicable following the completion of 

drilling, clean out and approval, and at least on the same day as drilling.  If it is not possible to remove standing 

water from pile holes, tremie pouring techniques will be required. 

 

The initial stages bored pile drilling should be inspected by a geotechnical engineer to confirm that the 

appropriate foundation material is being achieved.  The need for further inspection can be confirmed at this 

time.  If Class II bedrock parameters are adopted, we strongly recommend that the drilling of all bored piles 

be inspected by a geotechnical engineer.  

 

In addition to the above we note that the piling contractor may require that a working platform be 

constructed prior to commencing piling works.  The design of such a platform depends on the loading from 

the piling rig and material used for the platform as well as the subgrade material properties; as such the 

design cannot be completed until the platform material is selected and a specific piling rig nominated.  We 

can, however, complete the design of such a platform if asked to do so at a later date. 
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4.7.2 Footings in Soils 

The following table presents our recommended design parameters for piles founded within the soils.  The 

pile design parameters for the clayey soils assumes the piles have an embedment into soil (excluding the very 

soft or soft marine sediment) of at least four pile diameters, and that there are at least three pile diameters 

of clay of the same or greater strength, or medium dense sand, both above and below the toe of the piles. 

 

The pile design parameters for the sandy soils of at least loose strength are based upon a pile diameter of at 

least 0.6m, with an embedment of at least 3.6m, and with at least three pile diameters of loose or medium 

dense sand, or bedrock, below the pile toe. 

 

The pile design parameters for the sandy soils of at least medium dense relative density are based upon a 

pile diameter of at least 0.6m, with an embedment of at least 4.8m, and with at least three pile diameters of 

medium dense sand or rock below the pile toe. 

Soil 

Type 

Consistency 

/ Relative 

Density 

Assumptions In 

Parameter Assessment 
Pile Type 

Ultimate 

Shaft 

Adhesion 

(kPa) 

Ultimate End 

Bearing 

Pressure 

(kPa) 

Serviceability 

End Bearing 

Pressure 

Clay 

Stiff 

(cu>50kPa) 

Assumes at least 3 pile 

diameters embedment 

into this strength of clay, 

at least 4 pile diameters 

embedment into soil and 

at least 3 pile diameters of 

this strength of soil below 

the pile toe 

N/A 50 450 150 

Very Stiff 

(cu>100kPa) 
N/A 50 900 300 

Sand Loose 

Pile diameter at least 

0.6m, embedment at least 

3.6m into soil, with at least 

3 pile diameters of loose 

sand above and below the 

pile toe 

Augered 5 800 250 

Driven 12 1,900 600 

Sand 
Medium 

Dense 

Pile diameter at least 

0.6m, embedment at least 

3.6m into soil, with at least 

3 pile diameters of loose 

sand above and below the 

pile toe 

Augered 11 2,500 850 

Driven 22 4,300 1400 

 

The following recommendations for high level footings in fill assume that the performance of the structures 

can be monitored, and if differential settlement occurs, the structures can be jacked level and appropriate 

packing placed to regain an appropriate level.  If such monitoring and maintenance will not be acceptable, 

then the structures should be supported on piles founded within the sandstone bedrock. 
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Structures on uncontrolled fill could be founded on the high level footings founded with an embedment of 

at least 0.5m below the surrounding surface level, where footings with a width of at least 0.5m may be 

designed for an allowable bearing pressure of 50kPa.  Such footings would be expected to undergo elastic 

settlements of less than 10mm, though there could be additional long-term creep settlements occurring 

within the fill and so the performance of these footings should be monitored and the structures relevelled as 

necessary. 

 

4.8 Basement Slabs 

The tanked basements must be designed to withstand full hydrostatic pressures in order to control uplift of 

the basement floor slab.  If the self-weight of the building cannot provide such uplift resistance, then ground 

anchors will need to be installed to resist such uplift forces.  

 

Care is required with the tanking details particularly at footing locations and at the perimeter pile wall-floor 

slab connection.  In this regard, we note that there are practical difficulties in providing a waterproof seal 

between floor slabs and the undulating face of secant pile walls.  Provision would need to be made for sealing 

any gaps with a proprietary waterproof sealant. 

 

Basement slabs independent of the footing system should be underlain by a layer of DGB20 or approved 

alternative of at least 100mm thickness compacted to not less than 98% of Standard Maximum Dry Density.  

The purpose of the crushed rock layer is to provide a more uniform bearing surface for the basement slab.  

Prior to placement of the DGB20 layer the exposed surface should be rolled with a minimum 2 tonne dead 

weight smooth drum roller (no vibrations) to detect any soft or heaving areas.  Should such soft or heaving 

areas be encountered, further advice should be sought from the geotechnical engineers. 

 

4.9 Soil Aggressivity 

When assessed in accordance with the criteria for concrete and steel piling exposure classifications given in 

Tables 6.4.2(C) and 6.5.2(C) of AS2159-2009 ‘Piling-Design and Installation’, the soil chemical and pH testing 

has revealed that the natural sandy soils and fill are non-aggressive towards buried concrete and steel 

structures. The presence of structures within the splash zone of seawater combine to produce a ‘severe’ 

exposure classification. 

 

4.10 Pavement Design Parameters 

New pavements, both roads and footpaths, will be required for the proposed developments.  The design of 

new pavements will depend on subgrade preparation, subgrade drainage, the nature and composition of fill 

excavated or imported to the site, as well as vehicle loadings and use.  Various alternative types of 

construction could be used for the pavements.  Concrete construction would undoubtedly be the best in 

areas where heavy vehicles maneuver.  Flexible pavements may have a lower initial cost but maintenance 

will be higher.  These factors should be considered when making the final choice. 
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Based on the laboratory CBR test results, for the silty sand and the gravelly sand fill subgrade a design soaked 

CBR value of 6% is appropriate for flexible pavements to allow for the variability of the fill.  The exposed 

subgrade should be inspected and any clay soil removed to a depth of at least 400mm and replaced with 

good quality granular engineered fill. The pavement sections where imported fill is used to raise site levels 

by at least 0.5m may be designed on the basis of a four-day soaked CBR value of the imported fill material.  

However, further geotechnical advice must be sought as there would be the potential for differing pavement 

construction thicknesses depending on the quality of the fill being imported. 

 

Concrete pavements should have a sub-base layer of at least 100mm thickness of crushed rock to latest 

revision of Transport for NSW QA specification 3051 unbound base material (or equivalent good quality and 

durable fine crushed rock) which is compacted using a heavy roller to at least 98% of Modified Maximum Dry 

Density (MMDD).  Adequate moisture conditioning to within 2% of Modified Optimum Moisture Content 

(MOMC) should be provided during placement so as to reduce the potential for material breakdown during 

compaction.  Concrete pavements should be designed with an effective shear transmission of all joints by 

way of either doweled or keyed joints. 

 

Subsoil drains should be considered along the perimeter of pavements, with inverts not less than 0.2m below 

subgrade level, depending on the likelihood of seepage penetration.  Drainage trenches should be excavated 

with a significant longitudinal fall to appropriate discharge points so as to reduce the risk of water ponding.  

The pavement subgrade should be graded to promote water flow or infiltration towards subsoil drains if 

used. 

 

It should be recognised that where the subgrade comprises uncontrolled fill of variable depth, there is a slight 

risk of long term settlements affecting the pavements and minimum cross-falls to drainage points should be 

avoided. 

 

5 GENERAL COMMENTS 

The recommendations presented in this report include specific issues to be addressed during the design and 

construction phase of the project. In the event that any of the advice presented in this report is not 

implemented, the general recommendations may become inapplicable and JK Geotechnics accept no 

responsibility whatsoever for the performance of the structure where recommendations are not 

implemented in full and properly tested, inspected and documented. 

 

The subsurface conditions between the completed boreholes may be found to be different (or may be 

interpreted to be different) from those expected.  Variation can also occur with groundwater conditions, 

especially after climatic changes.  If such differences appear to exist, we recommend that you immediately 

contact this office. 

 

This report provides advice on geotechnical aspects for the proposed civil and structural design.  As part of 

the documentation stage of this project, Contract Documents and Specifications may be prepared based on 
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our report.  However, there may be design features we are not aware of or have not commented on for a 

variety of reasons.  The designers should satisfy themselves that all the necessary advice has been obtained. 

If required, we could be commissioned to review the geotechnical aspects of contract documents to confirm 

the intent of our recommendations has been correctly implemented. 

 

A waste classification is required for any soil and/or bedrock excavated from the site prior to offsite disposal.  

Subject to the appropriate testing, material can be classified as Virgin Excavated Natural Material (VENM), 

Excavated Natural Material (ENM), General Solid, Restricted Solid or Hazardous Waste.  Analysis can take up 

to seven to ten working days to complete, therefore, an adequate allowance should be included in the 

construction program unless testing is completed prior to construction.  If contamination is encountered, 

then substantial further testing (and associated delays) could be expected.  We strongly recommend that this 

requirement is addressed prior to the commencement of excavation on site. 

 

This report has been prepared for the particular project described and no responsibility is accepted for the 

use of any part of this report in any other context or for any other purpose.  If there is any change in the 

proposed development described in this report then all recommendations should be reviewed.  Copyright in 

this report is the property of JK Geotechnics.  We have used a degree of care, skill and diligence normally 

exercised by consulting engineers in similar circumstances and locality.  No other warranty expressed or 

implied is made or intended.  Subject to payment of all fees due for the investigation, the client alone shall 

have a licence to use this report.  The report shall not be reproduced except in full. 
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TABLE 1 

ROCK CLASSIFICATION SUMMARY 

 

Borehole Surface RL 

Depth/RL to Top of each Rock Class 

Class V Sandstone Class IV Sandstone Class III Sandstone Class II/I Sandstone 

Depth (m) RL (mAHD) Depth (m) RL (mAHD) Depth (m) RL (mAHD) Depth (m) RL (mAHD) 

1-1989 2.16 9.3 -7.1 DNE - DNE - DNE - 

2-1989 2.35 DNE - 12.8 -10.5 DNE - DNE - 

3-1989 -1.09 5.8 -6.9 DNE - DNE - DNE - 

4-1989 -3.67 11.1 -14.8 DNE - DNE - DNE - 

3 4.1 3.4 0.7 DNE - 4.2 -0.1 DNE - 

12 -0.7 DNE - DNE - DNE - 8.3 -9.0 

15 -3.79 5.5 -9.3 8.6 -12.3 DNE DNE DNE DNE 

22 -6.42 9.3 -15.7 DNE DNE DNE DNE 12.5 -18.9 

23 -5.94 9.5 -15.4 DNE DNE 10.0 -16.0 12.1 -18.0 

24 -5.04 4.7 -9.7 5.7 -10.8 6.2 -11.2 DNE DNE 

25 -2.73 2.8 -5.5 DNE DNE 6.1 -8.8 9.1 -11.8 

26 -4.57 0.0 -4.6 9.9 -14.5 10.1 -14.7 DNE DNE 

27 -5.35 DNE DNE DNE DNE 5.4 -10.7 7.3 -12.7 

102 3.87 6.7 -2.9 4.5 -0.6 5.2 -1.3 8.1 -4.3 

103 2.91 10.2 -7.3 10.2 -7.3 12.2 -9.3 DNE DNE 

116 2.45 9.1 -6.6 12.2 -9.7 DNE DNE DNE DNE 

117 2.82 DNE DNE DNE DNE DNE DNE 9.4 -6.6 



 

36050BF Table 2 

Borehole Surface RL 

Depth/RL to Top of each Rock Class 

Class V Sandstone Class IV Sandstone Class III Sandstone Class II/I Sandstone 

Depth (m) RL (mAHD) Depth (m) RL (mAHD) Depth (m) RL (mAHD) Depth (m) RL (mAHD) 

118 3.81 DNE DNE DNE DNE 4.4 -0.6 7.0 -3.2 

201 - 2.3 - DNE - DNE - DNE - 

202 - 2.3 - DNE - DNE - DNE - 

203 - 1.7 - DNE - DNE - DNE - 

204 - DNE - DNE - DNE - DNE - 

205 - DNE - DNE - DNE - DNE - 

206 -2.29 5.8 -8.1 DNE - DNE - DNE - 

207 0.49 4.1 -3.6 6.3 -5.8 DNE - DNE - 

208 0.88 DNE - 2.4 -1.5 DNE - DNE - 

209 0.21 4.1 -3.9 5.4 -5.2 DNE - DNE - 

210 -1.52 3 -4.5 DNE - DNE - DNE - 

211 -1.59 DNE - DNE - 2.26 -3.9 DNE - 

212 -2.14 2.86 -5.0 DNE - DNE - DNE - 

301 6.4 DNE - 0.4 6.0 DNE - DNE - 

302 5.36 DNE - DNE - DNE - DNE - 

303 6.11 DNE - DNE - DNE - DNE - 

304 4.71 DNE - DNE - DNE - DNE - 

401 2.7 DNE - 5.4 -2.7 DNE - DNE - 

402 2.0 1.2 0.8 2 0.0 DNE - DNE - 



 

36050BF Table 2 

Borehole Surface RL 

Depth/RL to Top of each Rock Class 

Class V Sandstone Class IV Sandstone Class III Sandstone Class II/I Sandstone 

Depth (m) RL (mAHD) Depth (m) RL (mAHD) Depth (m) RL (mAHD) Depth (m) RL (mAHD) 

403 2.7 0.65 2.1 2.5 0.2 DNE - DNE - 

404 4.5 5 -0.5 6.8 -2.3 DNE - DNE - 

405 3.1 8.3 -5.2 DNE - DNE - DNE - 

501 2.7 2.5 0.2 DNE - 3.0 -0.3 DNE - 

502 3.5 0.8 2.7 DNE - 3.2 0.3 DNE - 

503 3.8 0.4 3.4 1 2.8 2.9 0.9 DNE - 

504 4.8 5.6 -0.8 6.8 -2.0 8.0 -3.2 DNE - 

505 5.6 5.7 -0.1 7 -1.4 7.7 -2.1 DNE - 

506 3.0 4.3 -1.3 DNE - 6.3 -3.3 DNE - 

507 3 DNE - 4.5 -1.5 5.8 -2.8 DNE - 

508 3.8 7.7 -3.9 8.4 -4.6 10.1 -6.3 DNE - 

509 4.6 DNE - 4.85 -0.3 6.5 -1.9 DNE - 

510 3.3 8.2 -4.9 10.8 -7.5 DNE - DNE - 

511 3.3 8.5 -5.2 10.5 -7.2 DNE - DNE - 

512 4.3 DNE - DNE - 6.42 -2.1 DNE - 

513 2.3 2.2 0.1 4.1 -1.8 DNE - DNE - 

514 2.1 3.6 -1.5 5 -2.9 DNE - DNE - 

515 3.9 1 2.9 1.3 2.6 DNE - DNE - 

516 3 1.4 1.6 2 1.0 DNE - DNE - 



 

36050BF Table 2 

Borehole Surface RL 

Depth/RL to Top of each Rock Class 

Class V Sandstone Class IV Sandstone Class III Sandstone Class II/I Sandstone 

Depth (m) RL (mAHD) Depth (m) RL (mAHD) Depth (m) RL (mAHD) Depth (m) RL (mAHD) 

517 3.3 DNE - DNE - DNE - DNE - 

518 3 DNE - DNE - DNE - DNE - 

519 4.1 DNE - DNE - DNE - DNE - 

601 - DNE - DNE - DNE - DNE - 

602 - DNE - DNE - DNE - DNE - 

603 - DNE - DNE - DNE - DNE - 

604 - DNE - DNE - DNE - DNE - 

605 - DNE - DNE - DNE - DNE - 

606 - DNE - 2.5 - DNE - DNE - 

607 - DNE - DNE - DNE - DNE - 

608 - 1.5 - 2.5 - DNE - DNE - 

609 - 1.1 - DNE - DNE - DNE - 

 

Notes: DNE = Did Not Encounter 
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